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Abstract

Lunar regolith is an important resource for in-situ fabrication and repair (ISFR) in future long-term
crewed lunar exploration missions. Its use as a feedstock in additive manufacturing makes possible the
rapid on-demand production of ceramic spare parts and structural components for lunar outposts. How-
ever, the brittle nature of regolith-based ceramics limits its scope of possible applications for ISFR oper-
ations. The range of possible applications can be significantly expanded through hybrid manufacturing.
Vat-polymerization-based additive manufacturing can be employed to 3D print precise ceramic molds for
metal casting, enabling the fabrication of intricate geometries. Such molds can be 3D-printed on-demand
from lunar regolith powder, providing the possibility to manufacture complex-shaped spare metal parts
and instruments, which may be needed for maintenance or expansion of the future lunar outpost’s facili-
ties. Metal needed for casting may be sourced from recycled scrap metal, such as used landing hardware.
In the present study, we have shown that such molds can be effectively utilized for aluminum casting. It
was demonstrated that DLP-printed regolith ceramic molds effectively withstand thermal shock in the
course of casting and exhibit optimal wetting with liquid aluminum without sticking, paving the way to
the fabrication of reusable molds. We were able to cast both simple geometries and complex parts (gears,
wrench keys, bolts), achieving good surface finish and low porosity (¡1%) while preserving fine structural
details. The microstructure of casted 6061 aluminium parts was studied, using optical microscopy and
SEM coupled with EDX. Their mechanical performance was evaluated through tensile, bending, and
microhardness tests.
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